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1
ORTHOPEDIC DEVICE

CROSS-REFERENCE TO RELATED
APPLICATION

This application is a continuation application of a applica-
tion U.S. Ser. No. 13/271,288, filed Oct. 12, 2011, now U.S.
Pat. No. 8,585,702, which is a divisional application of U.S.
Ser. No. 12/262,628, filed Oct. 31, 2008, now U.S. Pat. No.
8,057,473, which claims the benefit under 35 U.S.C. §119(e)
of U.S. Provisional Application Ser. No. 60/984,012, filed
Oct. 31, 2007, and U.S. Provisional Application Ser. No.
61/096,358, filed Sep. 12, 2008. The disclosures of the fore-
going applications are incorporated herein by reference in
their entirety.

FIELD OF THE INVENTION

The present disclosure relates to the field of orthopedics
and more particularly to an external orthopedic device for
providing fixation, reduction, or distraction of bone seg-
ments.

BACKGROUND

External orthopedic devices are used in many orthopedic
treatments to fixate, distract, or reduce bone segments. Gen-
erally, fixation devices or fixators are used to stabilize bone
pieces and to facilitate the healing of bones at a bone repair
site. Such fixators can be used by orthopedic surgeons to
restore the patient’s anatomy at a fracture following an injury
or distract an osteotomy site in bone lengthening procedures.
Reduction and distraction devices are used to gradually adjust
the relative orientation and spacing of the bone parts on
opposing sides of a bone repair site. Because these external
devices are attached externally to the patient’s body for the
duration of the treatment, which can last from several weeks
to many months, the bulkiness of the external fixator devices
are important features in the market acceptance of any par-
ticular design.

Thus, there is a continuing need for an improved external
fixator that is adaptable to a variety of configurations while
maintaining a low profile for physical compactness.

SUMMARY

According to an embodiment, an external fixator device for
fixating bone parts is disclosed. Such device can be used in
treating bone fractures or osteotomies. In treating bone frac-
tures, the device can be used to hold the bone pieces in place.
The device can be used for compression or distraction of the
bone parts.

According to one embodiment, the orthopedic device com-
prises two sets of one or more bone fixation pins suitable for
engaging a bone piece; a fixator body having a first part and a
second part, the first and second parts being connected by a
joint, the first part having an internally threaded bore extend-
ing longitudinally therethrough, the second part having a bore
extending longitudinally therethrough; a first pair of opposed
longitudinally extending slots in the first part of the fixator
body; a first pin-holder received within and threadably engag-
ing the internally threaded bore of the first part and configured
to removably hold the first set of one or more bone fixation
pins extending through the first pair of opposed longitudi-
nally extending slots, the pin-holder longitudinally movable
within the first part for controlling the position of the set of
bone fixation pins within the first part; a second pair of
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opposed longitudinally extending slots in the second part of
the fixator body; a second pin-holder received within the bore
of the second part and configured to removably hold the
second set of one or more bone fixation pins extending
through the second pair of opposed longitudinally extending
slots, the pin-holder longitudinally movable within the sec-
ond part.

According to an embodiment, an orthopedic device for
fixating bone parts includes a set of one or more bone fixation
pins suitable for engaging a bone piece, an elongated fixator
body having an internally threaded bore extending longitudi-
nally therethrough, a pair of opposed longitudinally extend-
ing slots in the fixator body, and a pin-holder received within
the fixator body and configured to removably hold the set of
one or more bone fixation pins, the pin-holder longitudinally
movable within the fixator body for controlling the position of
the set of bone fixation pins within the fixator body. The
orthopedic device can have the fixator body configured to
removably hold a second set of one or more bone fixation pins
at a location fixed along the fixator body.

According to another embodiment, an orthopedic device
for fixating bone parts comprises a set of one or more bone
fixation pins suitable for engaging a bone piece, a fixator body
having an internally threaded bore extending longitudinally
therethrough, a first pair of opposed longitudinally extending
slots in the fixator body, and a pin-holder received within the
internally threaded bore of the fixator body and configured to
removably hold the set of one or more bone fixation pins
extending through the pair of opposed longitudinally extend-
ing slots. The pin-holder is longitudinally movable within the
fixator body for controlling the position of the set of bone
fixation pins within the fixator body.

According to another embodiment, an orthopedic device
for fixating bone parts comprises two sets of one or more bone
fixation pins suitable for engaging a bone piece, a fixator body
having a first part and a second part, and the first and second
parts being connected by a joint. The joint can comprise a
universal joint or double-jointed with two universal joints.
Each of the first and second parts has an internally threaded
bore extending longitudinally therethrough and a first pair of
opposed longitudinally extending slots in the first part of the
fixator body. A first pin-holder is received within the inter-
nally threaded bore of the first part and configured to remov-
ably hold the first set of one or more bone fixation pins
extending through the first pair of opposed longitudinally
extending slots. The pin-holder is longitudinally movable
within the first part for controlling the position of the set of
bone fixation pins within the first part. A second pair of
opposed longitudinally extending slots are provided in the
second part of the fixator body. A second pin-holder is
received within the internally threaded bore of the second part
and configured to removably hold the second set of one or
more bone fixation pins extending through the second pair of
opposed longitudinally extending slots, the pin-holder longi-
tudinally movable within the second part.

According to another embodiment, a method of fixating
two bones relative to one another is disclosed. The method
comprises percutaneously placing a first fixation pin into a
first bone piece, placing an external fixator over the first
fixation pin by having the fixation pin go through a pin hole
provided at one end of the external fixator’s elongated body,
wherein the elongated body has two ends and an internally
threaded bore extending longitudinally therethrough. The
elongated body’s second end is then positioned over a second
bone piece. A pin-holder configured to move longitudinally
within the internally threaded bore and removably hold one or
more fixation pins, is positioned along the length of the elon-
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gated body at a desired location over the second bone piece.
Next, a second fixation pin is inserted through a pin hole
provided in the pin-holder and into the second bone piece.
Then, the second fixation pin is locked by tightening a set
screw provided in the pin-holder are toxic. The first fixation
pin is locked by tightening a locking set screw provided
within and threadably engaging the internally threaded bore
of the elongated body.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1A is an illustration showing a perspective view of an
external fixator according to another embodiment.

FIG. 1B is a plan view of the external fixator of FIG. 1A.

FIG. 1C is a cross-sectional view of the fixator of FIG. 1B
taken through line B-B.

FIG. 1D is an opposite side plan view of the view shown in
FIG. 1B.

FIG. 1E is a cross-sectional view of the fixator of FIG. 1D
taken through line A-A.

FIG. 2A is a plan view of an embodiment of a pin holder
assembly.

FIG. 2B is a cross-sectional view of the pin holder assem-
bly of FIG. 2A taken through line A-A shown in FIG. 2A.

FIG. 3A is a plan view of an external fixator according to
another embodiment.

FIG. 3B is a sectional view of the universal joint of the
external fixator of FIG. 3A taken through line A-A shown in
FIG. 3A.

FIG. 3C is a plan view of an external fixator according to
another embodiment.

FIGS. 3D and 3E are longitudinal sectional views taken
through line B-B shown in FIG. 3D illustration two embodi-
ments of a portion of the external fixator of FIG. 3C.

FIGS. 4A-4C illustrate a hand tool set for use with the
external fixator of this disclosure.

FIGS. 5A-5H illustrate a method of using an embodiment
of the fixator of this disclosure to fixate two bones in a foot.

FIGS. 6A and 6B illustrate an application of the fixator of
this disclosure in a spine.

FIGS. 7A-7C illustrate an application of the fixator of this
disclosure in various long bone applications.

FIGS. 8A and 8B are perspective views of a fixator accord-
ing to another embodiment.

FIGS. 9A-9H are various additional views of the fixator of
FIGS. 8A and 8B.

FIGS. 10A and 10B are perspective views of a fixator
according to another embodiment.

FIGS. 10C-10F are various additional views of the fixator
of FIGS. 8A and 8B.

FIGS. 11A and 11B are perspective views of a fixator
according to another embodiment.

FIGS. 11C-11F are various additional views of the fixator
of FIGS. 8A and 8B.

FIGS. 12A-12F are various views of another universally
flexible joint according to another embodiment.

FIG. 13A is an illustration of an external fixator according
to an embodiment.

FIG. 13B is an illustration of an external fixator according
to another embodiment.

FIG. 13C is an illustration of another embodiment of exter-
nal fixator.

FIG. 14A is an illustration of the fixator body of the exter-
nal fixator of FIG. 13A.

FIG. 14B is an illustration of the slidable sleeve for the
fixator of FIG. 13A.
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FIG. 14C is a lateral cross-sectional view of the fixator of
FIG. 13A.

FIG. 14D is a longitudinal cross-sectional view of the
fixator of FIG. 13A.

FIG. 14E is another longitudinal cross-sectional view of
the fixator of FIG. 13A.

FIG. 15A is a perspective view of a pin locking cap.

FIG. 15B is a partial sectional illustration of the pin locking
cap of FIG. 15A in an assembled configuration in an unlocked
position.

FIGS. 15C and 15D are illustrations showing how the
spring-loaded pin locking cap 30 locks bone fixation pins.

FIG. 16 is an illustration of an external fixator according to
another embodiment.

FIG. 17A is a detailed illustration of another embodiment
of a driving set screw and the associated fixation pin holder.

FIG. 17B is a cross-sectional view of the driving set screw
of FIG. 17A.

FIG. 17C is a longitudinal cross-sectional view of the fully
assembled driving set screw of FIG. 17A.

FIG. 17D is an illustration of a cam component of the
external fixator of FIG. 16.

FIG. 17E is an end view of the cam of FIG. 17D.

FIG. 18A is an illustration of another embodiment of a
slidable sleeve that can be used in conjunction with the driv-
ing set screw of FIG. 17A.

FIG. 18B is an illustration of an external fixator utilizing
the slidable sleeve of FIG. 17A.

FIG. 19A is an illustration of a slidable sleeve according to
another embodiment.

FIG. 19B is a longitudinal cross-sectional illustration of the
slidable sleeve of FIG. 19A.

FIG. 19C is an illustration of a countersink-head screw
used in conjunction with the slidable sleeve of FIG. 19A.

FIG. 19D is a cross-sectional illustration of a fixator body
utilizing the slidable sleeve of FIG. 19A.

FIG. 20A is an illustration of an offset pin clamp.

FIG. 20B is an end view of the offset pin clamp of FIG.
20A.

FIG. 20C is a longitudinal cross-section of the offset pin
clamp of FIGS. 20A and 20B taken through the line A-A.

FIG. 21 is an illustration of an external fixator according to
another embodiment.

FIG. 22 is an illustration of an external fixator according to
another embodiment.

FIG. 23A is an illustration of the slidable sleeve of FIG.
19A in combination with a rotatable pin clamp attachment.

FIG. 23B is an illustration of the offset pin clamp of FIG.
20A in combination with a rotatable pin clamp attachment.

FIG. 23C is alongitudinal cross-sectional illustration of the
assembly of FIG. 23B.

FIG. 23D is adetailed illustration of the rotatable pin clamp
attachment.

The features shown in the above referenced drawings are
illustrated schematically and are not intended to be drawn to
scale nor are they intended to be shown in precise positional
relationship. Like reference numbers indicate like elements.

DETAILED DESCRIPTION

In the following detailed description of the preferred
embodiments, reference is made to the accompanying draw-
ings which form a part hereof, and in which are shown by way
of illustration specific embodiments in which the invention
may be practiced. It is to be understood that other embodi-
ments may be utilized and structural changes may be made
without departing from the scope of the present invention.
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Referring to FIGS. 1A-1E, an external fixator device 5
according to a preferred embodiment will be described. The
external fixator device 5 includes a fixator body 110 having an
internally threaded bore 111 extending longitudinally
through the length of the fixator body 110. A pin-holder 143
is received in one end of the fixator body 110 and threadably
engages the internally threaded bore 111 enabling the pin-
holder 143 to move longitudinally inside the fixator body. The
pin-holder 143 is provided with one or more pin holes 142
extending laterally through the pin-holder 143 for receiving a
set of one or more bone fixation pins 5a. The lateral orienta-
tion of the pin holes 142 refer to the fact that the pin holes 142
extend through the pin-holder 143 generally sideways with
respect to the longitudinal axis of the fixator body. The pin
holes 142 can be oriented perpendicular to the longitudinal
axis of the fixator body or at any desired angle. The fixator
body can have cylindrical shape as shown in the illustrated
example but the fixator body can have any appropriate shape.

As shown in FIG. 1A, two pairs of diametrically opposed
longitudinally extending slots 116 and 126 are provided in the
fixator body 110. The first pair of longitudinally extending
slots 116 and the pin holes 142 provided in the pin-holder 143
allows one or more first set of fixation pins 5a (shown in
phantom lines) to be removably received in the pin holes 142
and pass through the fixator body 110. The illustrated
example is shown with two fixation pins Sa but the pin-holder
143 can be configured to accommodate as many fixation pins
5a as appropriate. The slots 116 allow the pin-holder 143 to be
moved longitudinally within the fixator body 110 while hold-
ing the first set of fixation pins 5a. A guide pin 160 is provided
in the pin-holder 143 to keep the pin-holder from rotating and
keep the pin holes 142 aligned with the slots 116. The
example of a guide pin 160 shown in FIG. 1A is a cylindrical
pin but the pin is not limited to that shape and can be provided
in any shape as long as it functions substantially the same
way. The guide pin 160, for example, can have a square or
hexagonal cross-sectional shape.

Referring to the cross-sectional views shown in FIGS. 1C
and 1E, the pin-holder 143 threadably engages the internally
threaded bore 111 by means of a threaded driving screw 155.
The driving screw 155 rotatably engages the pin-holder 143
and as the head portion is threaded in or out of the fixator body
110, it pushes or pulls the pin-holder 143 longitudinally
within the bore 111.

The pin-holder assembly is inserted into the internally
threaded bore 111 with the pin-holder 143 end first so that the
threaded driving screw 155 is near the first end 117 of the
fixator body 110 as shown in FIG. 1C. The driving screw 155
threadably engages the internally threaded bore 111 and oper-
ates on the pin-holder 143 to move the pin-holder 143 back
and forth within the bore 111 in longitudinal direction. To
enable this, the driving screw 155 and the pin-holder 143 are
rotatably and axially coupled so that the threaded driving
screw 155 can be rotated axially with respect to the pin-holder
143 while the pin-holder 143 is holding the fixation pins 5a.
The driving screw 155 is provided with a socket 157 at the end
opposite from the end rotatably coupled to the pin holder 143.
The socket 157 is appropriately shaped to receive a tool for
turning the driving screw 155.

The rotatable axial coupling between the driving screw 155
and the pin-holder 143 can be achieved in a variety of ways.
In one embodiment, this rotatable axial coupling is achieved
by the exemplary structures shown in FIG. 1C. In this
example, the pin-holder 143 has a center stem 145 that
extends into the threaded driving screw 155. The center stem
145 has a flared head portion 146 having a larger diameter
than the center stem 145. The center stem 145 including the
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head portion 146 is received in a recess of the driving screw
155 defined by a longitudinally extending flange 159. The
flared head portion 146 interferes with a portion of the flange
159 so that the pin-holder 143 and the driving screw 155 are
secured together in longitudinal direction while allowing the
pieces to rotate with respect to each other.

The flange 159 extends partially along the periphery of the
driving screw 155 leaving an opening so that the driving
screw 155 and the pin-holder 143 can be assembled by sliding
the center stem 145 through the opening into the recess. As
mentioned earlier, however, the rotatable coupling structure
between the pin-holder 143 and the driving screw 155 is not
limited to the configuration discussed. For example, the cou-
pling structure shown in FIG. 1C can be reversed so that the
center stem 145 is provided on the driving screw 155 and the
longitudinally extending flange 159 is provided on the pin-
holder 143. Furthermore, the head portion 146 of the center
stem 145 can have a spherical shape rather than the flat shape
illustrated in FIGS. 1C and 1E.

As shown in FIG. 1C, set screws 186 are provided in the
pin-holder 143 for locking the first set of fixation pins 5a in
their corresponding pin holes 142. The pin-holder 143 is
provided with at least one threaded bore 184 for each pin hole
142 for receiving a set screw 186. Each of the set screws 186
threads into the threaded bore 184 corresponding to a pin hole
142 and secures a bone fixation pin that is received in the pin
hole 142 by impinging against the bone fixation pin.

In the illustrated example, the threaded bores 184 are
aligned with the second set of slots 126 so that the set screws
186 are accessible through the slots 126 for tightening or
loosening. According to an aspect of the invention, the
threaded bores 184 can extend completely through the oppo-
site side of the pin-holder 143 so that set screws 186 can be
threaded in to the pin-holder 143 from either side through
either one of the second set of slots 126. According to another
aspect of the invention, some of the pin holes 142 in the
pin-holder 143 can be oriented to align with the first set of
slots 116 and other pin holes 142 can be oriented to align with
the second set of slots 126. The pin-holder 143 can be pro-
vided with one or more pin holes 142, the specific number
depending on the maximum number of fixation pins 5a the
particular fixator device requires.

FIGS. 2A and 2B shows a pin-holder 243 according to
another embodiment. The pin-holder 243 is also configured to
rotatably couple to a driving screw 155. Similar to the pin-
holder 143, the pin-holder 243 is also configured with a center
stem 145 that is received into the recess in the driving screw
155 formed by the longitudinally extending flange 159. The
center stem 145 of the pin-holder 243 has a flared head por-
tion 146 that interferes with a portion of the flange 159 when
they are coupled so that the pin-holder 243 and the driving
screw 155 are secured together in longitudinal direction while
they can rotate with respect to each other. As discussed above,
this coupling structure is only one example and other suitable
coupling structure can be used.

As shown in FIGS. 2A and 2B, the flange 159 extends
partially along the periphery of the driving screw 155 leaving
an opening 158 so that the driving screw 155 and the pin-
holder 243 can be assembled by sliding the center stem 145
through the opening 158 into the recess.

The pin-holder 243 illustrates an embodiment wherein the
relative positions of the pin holes 142 and the guide pin 160
are different from those of the pin-holder 143. In the pin-
holder 243, one or more pin holes 142 are positioned on one
side of the guide pin 160 so that the pin holes 142 can be
positioned closer together. The positions of the threaded
bores 184 for the set screws 286 are aligned with the pin holes
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so that the set screws 286 can lock the first set of fixation pins
5a received in the pin holes 142. In this embodiment, the
threaded bores 184 extend completely through the pin-holder
243 and actually only one end 184a of a bore 184 is threaded
to threadably engage the set screws 286. The set screws 286
are inserted into their respective bore 184 from the non-
threaded end. The set screws 286 are provided with a socket
287 at one end appropriately shaped for receiving a tool for
turning the set screws. Thus, the socket end 287 extends out as
shown in FI1G. 2B. The opposite end, the end that will be urged
against a fixation pin received in the pin hole 142, of the set
screws 286 have a flared portion 286a whose diameter is
larger than the diameter of the threaded portion 184« of the
bore 184 functioning as a stop and prevents the set screws 286
from being completely removed through the threaded end
1844. This feature allows the end user to loosen or unscrew-
ing the set screws 286 without worrying about the set screws
286 falling out of the pin-holder 243 while unscrewing.

The fixator body 110 may be provided with at least one pair
of opposed pin holes 112a¢ and 125 near the fixator body’s
second end 118 for receiving one or more second set of
fixation pins 56 (shown in phantom lines in FIG. 1A) through
the fixator body. Similar to the pin holes 12 provided in the
embodiment of FIG. 13 A, for example, a pair of opposed pin
holes 112 are provided for each of the fixation pins 54. The
pin holes for receiving the second set of fixation pins 56 can
be diametrically (with respect to the diameter of the fixator
body 110) opposed like the pin holes 112a and 1125 or they
can be off-set from the diameter of the fixator body 110 like
the pair of pin holes 112¢ and 1124 shown in FIGS. 1A and
1B. Regardless, the fixator body 110 can be provided with as
many sets of such pin holes as many second set of fixation
pins 55 are necessary. Furthermore, the pin holes 112a, 1125,
112¢ and 112d can be positioned so that the second set of
fixation pins 55 can be at any desired angle with respect to the
longitudinal axis of the fixator body 110.

Atthe second end 118 of the fixator body 110, a locking set
screw 125 is received in and threadably engages the internally
threaded bore 111 of the fixator body for locking the second
fixation pins 55. The manner in which the second fixation pins
5b cooperates with the rest of the external fixator device 5 is
similar to that described in connection with the embodiment
of the external fixator device 1 described above. The locking
set screw 125 is provided with a socket 127 appropriately
shaped to receive a tool for turning the set screw 125.

FIG. 3A shows another embodiment of the external fixator
5 of FIGS. 1A-1E. In this embodiment, the fixator body 110
is configured with a universal joint 500 between two portions
110A and 110B of the fixator body 110. The universal joint
allows the two portions 110A and 110B of the fixator body to
be set at any desired angle, which in turn allows the fixation
pins held in each of the two portions 110A and 110B of the
external fixator. The universal joint is formed by hinge legs
502 and 504 of the two portions 110A and 110B, respectively,
joined by a double-axle 505, which is a typical universal joint
construction. The double-axle 505 can be configured to allow
locking of the universal joint at a desired angle. FIG. 3B, a
cross-section of the universal joint taken through the line A-A
shown in FIG. 3 A, shows that the double-axle 505 can include
a locking screw 507a and 5075 for each of the two axes of the
universal joint. The locking screws 507a and 5075 threads
into the main body of the double-axle 505 and locks the
universal joint 505 in each of the two axes by compressing the
respective hinge legs 504 and 502.

FIG. 3C shows another embodiment wherein the second
portion 110B of the fixator body is configured to freely rotate
axially with respect to the universal joint body 520. FIG. 3D,

25

40

45

8

which is a longitudinal sectional view of the second portion
110B of the fixator body taken through the line B-B of FIG.
3C, shows an example of that structure that allows the free
axial rotation of the second portion 110B. One end of the
universal joint body 520 is received within the threaded bore
111B of the second portion 110B. The universal joint body
520 and the second portion 110B have flanges 522 and 122,
respectively, which interfere with one another to keep the
universal joint body 520 from being pulled out of the second
portion 110B when the fixator 5 is used in distraction mode.
On the other hand, a retaining pin 166 inserted across the
second portion 110B prevents the universal joint body 520
from being pushed into the second portion 110B when the
fixator 5 is used in compression mode. FIG. 3E shows an
embodiment where a set screw 132 for locking the free-
spinning universal joint body 520 is provided in the second
portion 110B of the fixator body. The set screw 132 thread-
ably engages the second portion 110B and advances inward
urging against the flange portion 522 of the universal joint
body 520 to lock the universal joint body 520.

FIG. 4A shows a hand tool set 600 that can be provided
along with the external fixator device of this disclosure. The
hand tool set 600 includes a screwdriver 610 and an adaptor
650. The screwdriver 610 is for the user of the external fixator
device such as a surgeon to tighten or loosen the various set
screws that are used in the external fixator device. The driver
includes a handle portion 612 and a driving tip 615 (i.e. the
part that engages the set screws). The driving tip 615 is con-
figured and adapted appropriately for engaging the set screw.
For example, the driving tip 615 is shown in FIG. 4B with a
square tip 616 for driving a Robertson-type screw heads. This
example of a screwdriver 610 is double-tipped and includes a
second driving tip 617 which is a smaller square tip. Thus, the
user can use this one screwdriver 610 for driving two different
size screw heads.

In the external fixator embodiment of FIGS. 1A-1C, for
example, the screwdriver 610 can be appropriately configured
and adapted to engage the sockets of the set screws 125, 155,
and 186. As discussed above, the set screws can have any one
of' the variety of driver socket shapes and the screwdriver 610
would be configured with an appropriately matching driving
tip 615.

As an example, FIG. 4B shows another embodiment of the
screw driver 610' having a driving tip 615 configured as a
double-hex tip. The driving tip 615 is configured with two
different size hex driving tips 616' and 617"

The adaptor 650 is configured to be used for driving bone
fixation pins into a bone piece and for removing the bone
fixation pins. The adaptor 650 is provided with a screwdriver
connector end 652 at one end and a bone fixation pin engaging
end 655 at the other end. The fixation pin engaging end 655 is
provided with a socket appropriately shaped to receive the
distal end of a bone fixation pin. If the distal end of the bone
fixation pin has a square shaped tip, as many fixation pins do,
the fixation pin engaging end 655 will be provided with a
square shaped socket.

The screwdriver connector end 652 is configured and
adapted appropriately for engaging a particular screw driver
ora power driver that may be used to drive orremove the bone
fixation pins. In the example shown in FIG. 4A, the screw-
driver connector end 652 is provided with a square-shaped
socket 657 for receiving the square-shaped screwdriver tip
617. FIG. 4C shows a bone fixation pin 700 engaged with the
adaptor 650 and the adaptor 650 in turn being driven by the
screwdriver 610.

According to another embodiment, the screwdriver con-
nector end 652 of the adaptor 650 is configured to be engaged
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to a power screwdriver’s chuck. In the example shown in FIG.
4 A, the screwdriver connector end 652 is provided with a flat
surface 658 that is required for engaging with a particular type
of power screwdriver chuck that is in use in the industry.

The adaptor can also be provided with a hole 654 for
receiving the screw driver 610 as shown in FIG. 4A to provide
more leverage when the bone fixation pins are manually being
driven. This arrangement provides more torque than the
arrangement shown in FIG. 4C.

A method of using an embodiment of the external fixator
device to fixate two bones in a foot will be described as an
example of methods for using the external fixator of this
disclosure. Referring to FIG. 5A, the threaded end of a first
fixation pin 701 is placed freehand perpendicular to the long
axis of the bone 801. FIGS. 5A-5H are illustrated using a
skeletal model of a foot but in actual use the fixation pins will
be driven into the bone percutaneously. The fixation pin diam-
eter should not exceed %4 of the bone diameter. Referring to
FIG. 5B, the external fixator 5 of FIGS. 1A-1E is placed over
the first fixation pin 701 (the fixation pin going through one of
the pin hole 1124) and aligned so that the distally located
pin-holder 143 of the fixator 5 is positioned over the second
bone 802. The pin-holder 143 should be adjusted along the
length of the fixator 5 to position the pin holes 142 (see FIG.
1C for the pin holes 142 in the pin-holder 143) in the desired
location.

Referring to FIG. 5C, a second fixation pin 702 is inserted
through one of the pin holes 142 and into the second bone 802.
During this step, the pin-holder 143 functions as a guide for
threading the second fixation pin 702 into the second bone
802. At this point, fluoroscopy can be used to check penetra-
tion of the pins 701 and 702 through the far cortex of the bone.
Pins should not penetrate more than 2 mm beyond the far
cortex of bone.

Referring to FIG. 5D, a third and fourth fixation pins 703
and 704 are inserted through the fixator 5 in the same manner
as the first two fixation pins and threaded into the first and
second bone pieces 801 and 801, respectively. The screw
driver adaptor 650 of FIG. 4A can be used to connect to the
pins to assist with the insertion. As discussed above in con-
nection with FIGS. 4A-4C, a screw driver 610 can be con-
nected to the screwdriver connector end 652 of the adaptor
650 to manually advance the fixation pins into the bone. If
more torque is required, the screw driver 610 can be inserted
through the hole 654 as shown in FIG. 5E to advance the
fixation pins.

The fixator 5 provides at least two sets of pin holes 1124
and 112¢ at the proximal end 118 so that the proximal pins
701, 703 can be positioned in either a vertical or horizontal
configuration. Adequate clearance should be left between the
fixator 5 and the patient’s skin to allow for post-operative
swelling.

Referring to FIG. 5F, the distal pins 702, 704 are locked by
tightening the set screws 186 of the pin-holder 143 located
within and accessible through the fixator’s slot 126. Referring
to FIG. 5G, the proximal fixation pins 701, 703 are locked by
tightening the locking set screw 125 located in the threaded
bore of the fixator 5 in the proximal end 118 of the fixator 5.
Referring to FIG. 5H, compression or distraction can be
obtained by turning the driving screw 155 of the pin-holder
143 located within the threaded bore of the fixator 5 acces-
sible from the distal end 117 of the fixator. For compression,
the driving screw 155 is turned in the direction that will move
the pin-holder 143, and thus the distal fixation pins 702, 704,
towards the proximal pins 701, 703. The direction of the turn
will depend on the thread direction of the threaded bore of the
fixator 5. For distraction, the driving screw 155 is turned in the
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opposite direction moving the pin-holder 143, and thus the
distal fixation pins 702, 704, away from the proximal fixation
pins 701, 703. For bone lengthening with a callotasis tech-
nique, for example, the distraction can be divided into ¥4 turn
increments where the threads on the internal bore of the
fixator 5 is configured so that one full turn of the screwdriver
will result in 1 mm of distraction. After the fixator 5 is applied,
the protruding ends 777 of the fixation pins should be cut
short and capped with pin covers (not shown) or if possible,
the fixator pin-holder 143 can be temporarily loosened so that
the fixator 5 can be moved slightly away from the body to
cover the cut ends of the fixation pins. Perform a final check
of all fixator components to ensure that they are tightened
before completing the surgery.

The various embodiments of the external fixator device
described herein can be used in treating other bones. For
example, FIGS. 6 A and 6B shows a fixator device such as the
embodiment 5 of FIGS. 1A-1E, being used in a spine appli-
cation. FIGS. 6A and 6B show two such fixator devices 5
percutaneously attached to two vertebrae 901 and 902. The
fixators 5 can be used to fuse or decompress the vertebra 901,
902. FIGS. 7A-7C show more examples where the fixator
devices 5 are used in fixating or lengthening of various long
bones. FIG. 7A shows the fixators 5 attached to an ulna 903
and a radius 904. FIG. 7B shows the fixators 5 attached to a
femur 905 and a tibia 906. FIG. 7C shows the fixator 5
attached to a humerus 907.

FIGS. 8A, 8B, and 9A-9D show an external fixator 1000
that is another embodiment of the external fixator 5 of FIG.
3A. The external fixator 1000 includes a first portion 1010A
and a second portion 1010B that are linked by a universal joint
1500. Similar to the universal joint 500 in the external fixator
5 of FIG. 3A, the universal joint 1500 allows the two portions
1010A and 1010B of the fixator body to be set at any desired
angle, which in turn allows the fixation pins held in each of the
two portions 1010A and 1010B of the fixator body to be
arranged into a variety of angular configurations. Similar to
the external fixator 5, a set of fixation pins can be held in the
first portion 1010A of the external fixator 1000 through the
pin holes 142 in the pin-holder 143 and another set of fixation
pins can be held in the second portion 1010B of the external
fixator 1000 through the pinholes 112a,1125,112c and 1124.

The universal joint 1500 is formed by hinge legs 1502a and
15025 of the first portion 1010A and 1504a and 15045 of the
second portion 1010B, joined by a double-axle 1505. The
universal joint 1500 can be locked by the hinge locking
screws 15074 and 15075 are provided to lock the universal
joint 1500 and lock the angular relationship between the first
and second portions 1010A and 1010B.

In one embodiment, the locking function of the hinge lock-
ing screws 1507a and 15075 can be enhanced by providing
diamond teeth surface finish (e.g. knurled surface finish)
either on the interior surface of the hinge legs 1502a and
15025 or the surfaces on the double-axle 1505 that come in
contact with one another. Such diamond teeth finish will
increase the friction between the contacting surfaces when
the hinge locking screws 1507a, 150756 are tightened. The
first and second portions 1010A and 1010B of the fixator may
be made from materials that are softer than the double-axle
1505 to further enhance this mechanical bite of the diamond
teeth.

As shown in the cross-sectional views of FIGS. 9A and 9D,
the double-axle 1505 of the universal joint 1500 is different
from the double axle 505 of the external fixator 5 shown in
FIGS. 3A and 3B. As shown in FIG. 9A, the hinge locking
screw 1507a extends from the hinge leg 15044 to the hinge
leg 15045 completely through the double-axle 1505 and
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holds the double-axle 1505 between the pair of hinge legs
1504 of the second portion 1010B. The hinge locking screw
15074 forms one of the two axle of the universal joint 1500
and allows the first and second portions 1010A and 1010B to
be rotated about the hinge locking screw 1507¢ in the direc-
tion illustrated by the arrow K in FIG. 9B. The double-axle
1505 can be configured to have any appropriate shape as long
as it fits within the universal joint configuration between the
two sets of hinge legs 15024, 15026 and 15044a, 15045 and
accommodate the hinge locking screws 1507a, 15075.

Because the hinge locking screw 1507a extends com-
pletely through the second portion 1010B, the hinge locking
screw 15074 may be cannulated for K-wire alignment. The
hinge locking screw 15074 shown in FIG. 9A is provided with
a cannula 1508 that extends through the entire length of the
hinge locking screw 1507a. This allows the user to shoot a
K-wire through the cannula 1508 to where the user prefers to
place the hinge formed by the universal joint 1500.

As shown in FIG. 9A, the hinge locking screw 1507a is
provided with threaded tip (away from its head) and thread-
ably engages one leg of the pair of hinge legs 1504a and
15045. In this illustrate example, the hinge locking screw
15074 threadably engages the hinge leg 15045. Tightening
the hinge locking screw 1507a against the hinge leg 15045
will close the pair of hinge legs 1504a and 15045 together
against the double-axle 1505 and lock the universal joint 1500
about the axle formed by the hinge locking screw 1507a. This
prevents the two portions 1010A and 1010B from rotating in
the direction of the arrow K.

The second axle of the universal joint 1500 is formed by the
hinge locking screw 15075. However, as shown in FIG. 9D,
which is a cross-sectional view of the external fixator 1000
taken through the plane C-C in FIG. 9C that is perpendicular
to the cross-sectional view shown in FIG. 9A, because the
hinge locking screw 15074 extends completely through the
double-axle 1505, the hinge locking screw 15075 can not
extend completely through the double-axle 1505. Rather, the
hinge locking screw 15075 threadably engages the double-
axle 1505 while allowing the hinge leg 15025 of the first
portion 1010A to rotate about the hinge locking screw 15075
in the direction illustrated by the arrow H in FIG. 9C. Tight-
ening the hinge locking screw 15075 against the double-axle
1505 will lock the double-axle 1505 against the hinge leg
15025 and lock that hinge.

Because the hinge locking screw 15075 does not extend
through the double-axle 1505, the opposite side of the double-
axle 1505 is rotatably attached to the hinge leg 15024 by a
hinge pin 1507¢. The hinge pin 1507¢ may be securely
attached to the hinge leg 15024a and extend into the double-
axle 1505. For example, the hinge pin 1507¢ may be press-
fitted into the hinge leg 1502a or welded to the hinge leg
15024. The hinge pin 1507¢ in combination with the hinge
locking screw 15075 comprise the second axle of the univer-
sal joint 1500.

The first portion 1010A of the external fixator 1000 is
structurally equivalent to the first portion 110A of the external
fixator 5. Similar to the first portion 110A, the first portion
1010A has an internally threaded bore 1111 A extending lon-
gitudinally through the length of the first portion 1010A (see
FIG. 9A). A pin-holder 143, shown and described in detail
with reference to FIGS. 1A-1D, 2A, 2B and 3 A, is received in
a first end 1012 of the first portion 1010A of the external
fixator 1000 and threadably engages the internally threaded
bore 1111A. This configuration enables the pin-holder 143 to
move longitudinally inside the first portion 1010A. The first
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and second portions 1010A and 1010B can have cylindrical
shapes as shown in the illustrated example but they can have
any appropriate shape.

The first portion 1010A is provided with a pair of diametri-
cally opposed longitudinally extending slots 116 that coop-
erate with the guide pin 160 of the pin-holder 143 to guide the
longitudinal movement of the pin-holder 143 and to keep the
pin holes 142 aligned with the longitudinally extending slots
116. The first portion 1010A of the external fixator 1000 is
also provided with at least one longitudinally extending slot
126 for accommodating the set screws 186 of the pin-holder
143. In the illustrated example, the set screws 186 thread into
the pin-holder 143 in perpendicular orientation to the pin
holes 142. Thus, the longitudinally extending slot 126 is
located appropriately on the first portion 1010 A to accommo-
date the set screws 186. The longitudinally extending slot 126
can be provided in the first portion 1010A as a diametrically
opposed pair to allow the set screws 186 to be threaded into
the pin-holder 143 from the opposite side of the external
fixator 1000 if necessary.

FIG. 1C shows how a set of fixation pins 5a may be held by
the pin-holder 143. Further details on how the pin-holder 143
holds fixation pins 5a and operate within the first portion
1010A is provided in the texts accompanying the FIGS.
1A-1D, 2A, 2B and 3A.

The second portion 1010B of the external fixator 1000
holds a set of fixation pins via the pin holes 112a, 1125, 112¢
and 1124, similar to the external fixator 5 of FIGS. 1A-1E and
3A. As shown in the cross-sectional views of FIGS. 9A and
9D, however, the second portion 1010B is provided with a
pin-locking mechanism inside its tubular structure. The pin-
locking mechanism comprises a threaded driving screw 1125
and a pin-locking block 1130. The threaded driving screw
1125 and the pin-locking block 1130 are configured to rotat-
ably couple together similar to the way the pin-holders 143
and 243 of FIGS. 1C and 2A are coupled to the threaded
driving screw 155. The threaded driving screw 1125 thread-
ably engage the internal threaded bore 1111B of the second
portion 1010B and the driving screw 1125 moves the pin-
locking block 1130 inwardly or outwardly within the second
portion 1010B by turning the driving screw. The driving
screw 1125 is configured with a recess 1127 for receiving a
tool (e.g. a wrench, screw driver, etc.) for turning the driving
screw 1125.

The pin-locking block 1130 is appropriately sized to fit
within the internal bore of the second portion 1010B and
move longitudinally. The pin-locking block 1130 is provided
with pin holes 1132 and 1133 that align with the pin holes
112a, 1125, 112¢, and 112d of the second portion 1010B. As
shown in the cross-section of FIG. 9D, when the pin holes
1132 and 1133 are aligned with the pin holes 112a, 1125,
112¢, and 1124, fixation pins can be inserted through these
holes. By driving the driving screw 1125 inwardly or out-
wardly, the pin-locking block 1130 is pushed inwardly and
urged against the fixation pins that are extending through the
pin holes 1132 and 1133 of the pin-locking block 1130. This
results in the fixation pins being braced against the pin holes
112a, 1125, 112¢, and 1124 thus locking the fixation pins
within the second portion 1010B.

Furthermore, according to another embodiment, the sec-
ond portion 1010B of the external fixator 1000 may be pro-
vided with a lock indicator window 1020. As shown in FIG.
9A, the pin-locking block 1130 is provided with a lock indi-
cator pin 1022 that is affixed into the pin-locking block 1130.
The lock indicator pin 1022 protrudes from the pin-locking
block 1130 and extends into the lock indicator window 1020.
The lock indicator pin 1022 moves in longitudinal direction
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along with the pin-locking block 1130 and the position of the
lock indicator pin 1022 within the lock indicator window
1020 indicates whether the pin-locking block 1130 is in a
locked position or an unlocked position. For example, in the
illustrated example, the lock indicator pin 1022 in the position
shown in FIG. 9B, positioned away from the universal joint
1500, the pin-locking block 1130 is in an unlocked position.
When the driving screw 1125 is threaded inwardly pushing
the pin-locking block 1130 inward, the lock indicator pin
1022 would also slide inwardly within the lock indicator
window 1020 and be closer to the universal joint 1500. It is
noted that the longitudinal motion of the pin-locking block
1130 would be limited by the length of the lock indicator
window 1020 in the longitudinal direction.

FIGS. 9F and 9H are lateral cross-sectional views of the
second portion 1010B of the external fixator 1000 taken
through the planes D-D and E-E of FIG. 9G and shows further
detailed views of the pin-locking block 1130. As shown in the
cross-sections, the pin-locking block 1130 is a cylindrical
structure that has two flats surfaces. The interior bore 1111B
in the region G shown in FIG. 9E is configured with corre-
sponding inwardly protruding portions 1015. This configura-
tion prevents the pin-locking block 1130 from rotating within
the interior bore 1111B and maintain the alignment between
the pin holes 1132, 1133 of the pin-locking block 1130 and
the pin holes 1124, 1125, 112¢, 1124 of the second portion
1010B.

FIGS. 10A, 10B, and 10C-10F show an external fixator
2000 according to another embodiment. The external fixator
2000 includes a first portion 1010A and a second portion
1010C that are linked by a universal joint 1500, similar to the
universal joint 1500 in the external fixator 1000 of FIG. 8A.
The universal joint 1500 allows the two portions 1010A and
1010C of'the fixator body to be set at any desired angle, which
in turn allows the fixation pins held in each of the two portions
1010A and 1010C of the fixator body to be arranged into a
variety of angular configurations.

The first portion 1010A and the universal joint 1500 of the
external fixator 2000 have the same structures as the first
portion 1010A and the universal joint 1500 of the external
fixator 1000. As shown in FIGS. 10D and 10E, the universal
joint 1500 allows the first portion 1010A and the second
portion 1010C to rotate about the two axles of the universal
joint 1500 in the directions indicated by the arrows K and H.

Unlike the second portion 1010B of the external fixator
1000, the second portion 1010C of the external fixator 2000
holds a set of one or more fixation pins via a set of one or more
pin holes 1142 provided in a pin-holder 1143. The pin-holder
is provided within the internal bore 1111C of the second
portion 1010C and is longitudinally movable within the inter-
nal bore 1111C. Similar to the pin-holder 143 in the first
portion 1010A, the pin-holder 1143 also comprises a set of set
screws 1186 for locking the fixation pins in the pin holes
1142. The set screws 1186 are threaded into the pin-holder
1143 in orthogonal direction to the pin holes 1142 and urges
against the fixation pins extending through the pin holes 1142
to lock the fixation pins within the pin holes 1142. However,
unlike the pin-holder 143, the pin-holder 1143 does not have
a driving screw 155 for moving the pin-holder 1143 longitu-
dinally within the internal bore 1111C. Thus, the internal bore
1111C need not be threaded. While the longitudinal position
of the pin-holder 143 in the first portion 1010A is controlled
by the use of the driving screw 155, because the pin-holder
1143 is not threadably engaged to the internal bore 1111C of
the second portion 1010C, the pin-holder 1143 freely slides
within the internal bore 1111C.
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The second portion 1010C is provided with at least one
longitudinally extending slot 1126 for receiving the set
screws 1186. In the illustrated example, one longitudinally
extending slot 1126 is shown but another slot 1126 may be
provided diametrically opposed from the one shown. This
will allow the pin-holder 1143 to be axially rotated 180
degrees to change the direction of accessing the set screws
1186. The set screws 1186 act as guide pins as the pin-holder
1143 slides longitudinally within the internal bore 1111C.
The second portion 1010C is also provided with a pair of
diametrically opposed longitudinally extending slots 1116
(similar to the slots 116 in the first portion 1010A). The
longitudinally extending slots 1116 are aligned with the pin
holes 1142 and thus accommodate the fixation pins inserted
into the pin holes 1142. The longitudinally extending slots
1116 also guide the fixation pins as the pin-holder 1143
moves in longitudinal direction.

In one embodiment, the pin holes 142 and 1142 may have
oblong cross-section for purposes of enhancing the pin lock-
ing capability of the pin holes 142 and 1142. The oblong
cross-section may be elongated in the direction parallel to the
axial movement of the set screws 186 and 1186 threading into
their respective pin-holders 143 and 1143. Because the pin
holes 1142 have oblong cross-sectional shape, the widths of
the pin holes 1142 are wider than the widths of the longitu-
dinally extending slots 1116. This allows the fixation pins
held within the pin holes 1142 to be pressed against the sides
of the longitudinally extending slots 1116 and thus locking
the position of the fixation pins and the pin-holder 1143.

As with the external fixator 1000, the external fixator 2000
can be used for both compression as well as distraction pro-
cedures. However, in the embodiment where the set of fixa-
tion pins held in the second portion 1010C of the external
fixator 2000 are not fixed longitudinally, the external fixator
2000 allows greater adjustability in the positioning of the
second portion 1010C in its longitudinal direction.

FIGS. 11A, 11B, and 11C-11F show an external fixator
3000 according to another embodiment. The external fixator
3000 includes a first portion 1010A and a second portion
1010C having the same structures as the first portion 1010A
and second portion 1010C of the external fixator 2000 of FIG.
10A. However, in the external fixator 3000, the two portions
1010A and 1010C are linked by a double universal joint 3010.
The double universal joint 3010 comprises an H-shaped body
extending longitudinally between the two portions 1010A
and 1010C. The H-shaped body of the double universal joint
3010 comprises two pairs of hinge legs 3011a, 30115 and
3013a, 30135 joined by a middle section 3012. Each of the
two pairs of the hinge legs 3011a, 30115 and 30134, 30135
form a universal joint with the hinge legs 1502a, 15025 and
15064, 15065. Each of the two universal joints formed are
similar to the universal joint 1500 of the external fixator 1000
of FIG. 8A and functions in similar way to the universal joint
1500. However, because the external fixator 3000 comprises
two universal joints the angular adjustability of the two por-
tions 1010A and 1010C of the external fixator 3000 is greater.

A first universal joint is formed between the first portion
1010A and the double universal joint 3010 by the hinge legs
15024, 150256 and the 3011a, 30115 hingeably joined by a
first double-axle 1505A. Each of the two axes of the first
double-axle 1505A are formed by the hinge locking screws
3021 and 3022 and the structure of the two axles are similar in
structure to those formed by the hinge locking screws 1507a
and 15075 of the external fixator 1000. The hinge locking
screw 3022 extends completely through the first double-axle
1505A. The hinge locking screw 3022 also may be cannulated
to provide a K-wire guide hole.
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A second universal joint is formed between the second
portion 1010C and the double universal joint 3010 by the
hinge legs 15064, 15065 and the 3013a, 30135 hingeably
joined by a second double-axle 1505B. Each of the two axes
of the second double-axle 1505B are formed by the hinge
locking screws 3023 and 3024 and the structure of the two
axles are similar in structure to those formed by the hinge
locking screws 1507a and 15075 of the external fixator 1000.
The hinge locking screw 3024 extends completely through
the second double-axle 1505B. The hinge locking screw 3024
also may be cannulated to provide a K-wire guide hole.

Shown in FIGS. 12A-12D is an example of another uni-
versally flexible joint system 4000 that can be incorporated
into the jointed fixators 5, 1000, 2000 and 3000 described
herein. The joint system 4000 shown is a double jointed
example. The joint system 4000 comprises two ball joints
4001 and 4002 connected by a center connecting piece 4010.
Each of the ball joints 4001 and 4002 have terminal ends
4042 A and 4042B that are configured to be attached to one of
the two portions of the fixators.

For example, the terminal end 4042 A of the ball joint 4001
can be attached to the first portion 1010A of the fixator 3000
and the terminal end 4042B of the ball joint 4002 can be
attached to the second portion 1010C of the fixator 3000 by
any appropriate methods. In one example, the terminal ends
4042 A and 4042B and the corresponding mating portions of
the first and second portions 1010A and 1010C can be con-
figured to be press-fitted to one another or welded together. In
another example, the terminal ends 4042 A and 4042B and the
corresponding mating portions of the first and second por-
tions 1010A and 1010C can be configured to be threaded into
each other by screw threads. In these examples, the ends of the
first and second portions 1010A and 1010C having the hinge
legs 15024, 15025 and 15064, 15065 would need to be recon-
figured accordingly to be joined to the terminal ends 4042A or
4042B.

The two ball joints 4001 and 4002 are symmetrical in
structure. Thus, the details of the ball joint 4001 will be
described which is equally applicable to the ball joint 4002.
The corresponding structures in ball joint 4002 are identified
in the drawings with same numbers as in the ball joint 4001
with the trailing letter “B.”

The ball joint 4001 comprises a ball-joint stem 4040A with
a ball 4041A at one end and the terminal end 4042A at the
other end. The ball-joint stem 4040A may be provided with a
flange 4043 A to act as a stop when a fixator portion such as
1010A is being attached to the terminal end 4042A. The ball
4041A is captured in a ball housing that comprises a first half
4030A and a second half 4020A that are configured to be
threaded into each other while capturing the ball 4041A in
between the two halves. The first and second halves 4030A,
4020A may be cross pinned to prevent the two halves from
coming apart after assembly.

Referring to the exploded view in FIG. 12D, the first half
4030A of the ball housing has an opening 4031A at one end
allowing the ball-joint stem 4040A to extend through. The
first half 4030A is also provided with a female thread struc-
ture 4032A. The second half 4020A of the ball housing com-
prises a make thread structure 4021 A for threadably mating
with the female thread structure 4032A of the first half
4030A. The second half 4020A is also provided with a space
4022A for accommodating the ball 4041 A. The second half
4020A is also provided with a threaded bore 4023A for
receiving the first threaded stem 4012 A of the center connect-
ing piece 4010. As shown in FIGS. 12D and 12FE, the space
4022A, 4022B for accommodating the ball 4041A, 4041B
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can have spherical curved contour or any other contour appro-
priate for holding the ball 4041A, 4041B within the ball
housing.

FIG. 12F illustrates another embodiment of the ball-joint
stem 4040A, 4040B. The ball 4041A, 4041B can be provided
with a threaded hole 4060 and threadably attached to the
threaded ball-joint stem 4040A.

The ball 4040A captured in the ball housing formed by the
ball housing halves 4020A and 4030A is initially free spin-
ning to allow the joint to be freely bent. To lock the ball joint
4001, the center connecting piece 4010 is then used to lock
the ball joint 4001 by turning the center connecting piece
4010 in the locking direction which threads the first threaded
stem 4012A further into the second half 4020A of the ball
housing and urge against the ball 4041A. As shown in FIG.
12A, the center connecting piece 4010 is configured to have a
nut-like structure 4011 to facilitate turning and locking the
ball joint.

Referring to the FIG. 12B, in one embodiment, all the
threaded components in one ball joint are threaded in the
same direction. However, the threaded components in each of
the two ball joints 4001 and 4002 are threaded in the opposite
direction with respect to each other. For example, if the
threaded components in the ball joint 4001 have left-handed
threads the threaded components in the ball joint 4002 have
right-handed threads and vice versa. This means that the two
threaded stems 4012A and 4012B of the connecting piece
4010 are oppositely threaded. This allows the user to lock
both ball joints 4001 and 4002 at the same time by turning the
center connecting piece 4010 in one direction and unlock by
turning it in the opposite direction. Alternatively, the ball
joints 4001 and 4002 can be locked or unlocked indepen-
dently by turning just one of the second half 4020A or 4020B
with respect to the center connecting piece 4010.

Referring to FIGS. 13A, 14A-14D, an external fixator
device 1 according to an embodiment is disclosed. The device
1 includes one or more fixation pins 5a each having a threaded
end suitable for engaging a bone piece. The fixator device
includes an elongated fixator body 10 having an internally
threaded bore 11 extending longitudinally through the length
of the fixator body 10. A pair of diametrically opposed lon-
gitudinally extending slots 16 are provided in the fixator body
10. A slidable sleeve 20 for capturing and translating the one
or more first set of fixation pins 5a is slidably placed over the
fixator body 10.

The slidable sleeve 20 has a longitudinally extending bore
21 in which the fixator body is slidably received. The slidable
sleeve 20 can have a cylindrical shape as in the examples
shown in the figures however it is not limited to the cylindrical
shape. As discussed earlier, the outer shape of the fixator body
10 can be any appropriate shape and the longitudinally
extending bore 21 of the sleeve 20 needs to match that cross-
sectional shape. However, the outer shape of the sleeve 20 can
be any desired shape. The slidable sleeve 20 also has a pair of
diametrically opposed holes 22 for each of the one or more
fixation pins Sa to be translated and locked by the slidable
sleeve 20. Each of the fixation pin 5a passes through one pair
of diametrically opposed holes 22 in the slidable sleeve 20
and the diametrically opposed slots 16 in the fixator body in
an orthogonal orientation to the longitudinal axis C of the
fixator body 10. As indicated in FIGS. 13B and 14 A, driving
set screw 15 is received in one end 17 of the fixator body 10
and threaded into the internally threaded bore 11 of the fixator
body. The user can move the set screw into or out of the
internally threaded bore 11 by turning the set screw with an
appropriate tool. The driving set screw 15 is configured at one
end to receive a tool such as an hex wrench, Robertson
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wrench, Torx wrench (star-shaped), screw driver, etc. For
example, the driving set screw 15 illustrated in FIG. 14A is
provided with a receptacle 14 configured to receive a Torx
wrench.

FIGS. 14C and 14D are cross-sectional views of the exter-
nal fixator 1 of FIG. 13 A taken through lines A-A and B-B,
respectively. FIG. 14C illustrates the fixation pin Sa passing
through the diametrically opposed pair of holes 22 and the
pair of slots 16. FIG. 14D illustrates the driving set screw 15
being compressed against one of the fixation pins 5a (the one
labeled as 5a'). By threading the driving set screw 15 into the
threaded bore 11 of the fixator body 10 in the direction of the
arrow D, the set screw 15 will push against the fixation pin 54’
and cause the assembly of the pins 5a and the slidable sleeve
20 to slide or translate with respect to the fixator body 10 in
the direction of the arrow D. As the fixation pins 5a are
translated, the slidable sleeve 20 maintains the pins’ orienta-
tion with respect to the longitudinal axis C of the fixator body
while the diametrically opposed longitudinal slots 16 in the
fixator body 10 maintain the pins 5a on-axis. On-axis refers to
the pins Sa traveling in the direction D along the longitudinal
axis C of the fixator body. In this example, the fixation pins 5a
are orthogonally oriented with respect to the longitudinal axis
C. According to another aspect of the invention, however, the
orientations of the fixation pins 5a are not limited to being
orthogonal to the longitudinal axis C. To accommodate vari-
ous arrangements of the bones being engaged with the device,
each the fixation pins 5a can be at different orientation with
respect to the longitudinal axis C and with respect to each
other. In those embodiments, the holes 22 on the sleeve 20
will be appropriately positioned to accommodate the fixation
pins 5a. Each pair of holes 22 for receiving one fixation pin
would not be diametrically opposed. FIG. 14E shows an
exemplary arrangement where one of the fixation pin Sa" is
oriented at an angle o with respect to the adjacent fixation pin
5a so that the pins converge. If the fixation pins are arranged
in converging configuration, they do not need to be threaded.

According to an embodiment, the external fixator device 1
further includes at least one pair of diametrically opposed pin
holes 12 provided on the fixator body 10 near the fixator
body’s second end 18 for receiving one or more second set of
fixation pins 556 through the fixator body. The second set of
fixation pins 54 are for engaging a second bone piece. A pair
of diametrically opposed pin holes 12 is provided for each of
the fixation pins 554. A locking set screw 25 is received in and
threadably engages the internally threaded bore 11 of the
fixator body for locking the second fixation pin 55. Because
the fixation pins 54 pass through and traverse the internally
threaded bore 11 via the diametrically opposing holes 12,
after the one or more fixation pins 55 are engaged in the
second bone piece, the pin 54 can be locked in place by
tightening the locking set screw 25 against the portion of the
fixation pin 554 that is inside the threaded bore 11. Unlike the
fixation pin 5a received in the first end 17 of the fixator body
through the slidable sleeve 20, the position of the second
fixation pin 56 along the length of the fixator body 10 is fixed
and not slidable in axial direction with respect to the fixator
body 10.

Asillustrated in FIG. 13 A, when the external fixator device
1 is used on a patient to fixate bone parts B1 and B2 to
compress the fracture or an osteotomy site F (hereinafter
referred to as the “bone repair site™), the adjustable or sliding
end 17 of the fixator device is affixed to the bone part B1 by
way of the first set of one or more fixation pins 5a held by the
slidable sleeve 20. The second end 18 of the fixator device is
affixed to the bone part B2 via the second set of one or more
fixation pins 5b.
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Because the fixation pins 556 in the second end 18 of the
fixator device are not translatable or slidable, by applying a
compression force against the first set of fixation pins 5a by
threading the first set screw 15 further into the fixator body 10,
the fixation pins 5a and 55 can be pushed towards each other.
In turn, the bone parts B1 and B2 are pushed towards each
other and apply a compression force at the bone repair site F.

Referring to FIGS. 13B and 15A-15C, an external fixator
device 2 according to another embodiment is described. The
fixator device 2 is substantially the same as the fixator device
1 of FIG. 13 A except that its non-slidable second end 18 of its
fixator body 10 is configured with a spring-loaded pin-lock-
ing cap 30 for locking the second fixation pins 55 in the fixator
device. Like the fixator device 1, the fixator body 10 has at
least one pair of diametrically opposed pin holes 12 near the
fixator body’s second end 18 for receiving a second fixation
pin 556 through the fixator body.

As shown in FIGS. 15A-15D, the spring-loaded pin-lock-
ing cap 30 has a body with two open ends 38, 39. The pin
locking cap 30 has a bore 31 for receiving the second end 18
of'the fixator body 10. In the example shown where the fixator
body 10 has a cylindrical shape, the bore 31 has an inside
diameter that is substantially equal to the outer diameter of the
fixator body 10 enabling the second end 18 of'the fixator body
to be received into the pin locking cap’s first open end 38. The
second open end 39 of the pin-locking cap 30 is configured to
receive a locking screw 35 that is used to lock the second
fixation pins 54 in the fixator device. The pin-locking cap 30
also is provided with at least one pair of diametrically
opposed pin-locking slots 32. By aligning the pin-locking
slots 32 and the pin holes 12 on the fixator body 10, a bone
fixation pin 56 can be inserted through the aligned pin-lock-
ing slots 32 and the pin holes 12 as shown in FIG. 15C.

The second open end 39 of the pin locking cap 30 has an
inwardly extending flange portion 139 with an opening 137
for receiving the locking screw 35 in the center. The locking
screw 35 includes a head portion 354 and a threaded shaft
portion 354. The threads on the threaded shaft portion 3554
matches the female threads on the threaded bore 11 of the
fixator body 10 so that the locking screw 35 threads into the
threaded bore 11. The opening 137 is sufficiently large to
allow the threaded shaft portion 355 of the locking screw 35
to extend through the opening 137 and into the locking cap 30
but the head portion 354 of the locking screw 35 is configured
and sized not to fit through the opening 137. The head portion
35a can be configured to receive a screw driver or other types
of'tools (e.g. socket wrench, Torx wrench, etc.) for turning the
screw 35.

As shown in FIG. 15B, a coil spring 37 is provided within
the pin locking cap 30 and positioned between the fixator
body 10 and the flange portion 139. In an assembled but
unlocked state, the coil spring 37 urges against the flange
portion 139 pushing the fixator body 10 and the locking cap
30 apart but the locking screw 35 which is threaded into the
inner bore 11 of the fixator body 10 holds the locking cap 30
in place. FIG. 15C shows the position of the second fixation
pins 55 with respect to the pin locking slots 32 in the unlocked
state. The pins 54 are freely positioned in the middle of the pin
locking slots 32. To lock the fixation pins 54, the locking
screw 35 is threaded into the fixator body 10, which in turn
pushes the pin-locking cap 30 in the same longitudinal direc-
tion until the pin locking slots 32 press against the fixation
pins 55 preventing the fixation pins 556 from moving as shown
in FIG. 15D.

Referring to FIGS. 20A-20C, an offset pin clamp 190 for
use in securing the second set of fixation pins 55 at the
non-adjustable end 18 of the fixator body 10 according to
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another embodiment is disclosed. The offset pin clamp 190
holds the second set of fixation pins 55 offset from the fixator
body 10. The fixation pins 55 being offset from the fixator
body 10 refers to the fact that in this embodiment, the fixation
pins 55 do not go through the fixator body as in the previously
described embodiments. The offset pin clamp 190 includes a
longitudinally extending bore 191 in which the fixator body
10 is received. One or more pin holes 192 are provided in the
offset pin clamp 190 for receiving and holding one or more
fixation pins 56. The pin holes 192 are provided in the portion
of the offset pin clamp 190 above the bore 191.

Provided in combination with the pin holes 192 is a
threaded hole 194 for receiving a countersink-head screw
196. The threaded hole 194 is oriented orthogonal to the bore
191 and the pin holes 192. The countersink-head screw 196
includes a flared head 196/ and a shaft 196s. The shaft 1965
is threaded to threadably engage the hole 194.

The threaded hole 194 of the offset pin clamp 190 extends
from the top surface of the offset pin clamp 190 to the bore
191 so that the countersink-head screw 196 can extend into
the space defined by the bore 191. The hole 194 includes a
countersink 194/ for accommodating the flared head 196/ of
the countersink-head screw 196 and a threaded lower portion
194¢. The countersink 194/ intersects the pin holes 192 form-
ing openings 197 connecting the hole 194 and the pin holes
192. The diameter of the pin holes 192 is appropriately sized
for the fixation pins 54, thus allowing the fixation pins 55
inserted into the pin holes 192 to be exposed and slightly
protrude through the openings 197. Once the fixation pins 5b
are inserted into the pin holes 192, the countersink-head
screw 196 is threaded into the hole 194. The threaded portion
196¢ of the countersink-head screw 196 threadably engages
the threaded lower portion 1947 of the hole 194 and the flared
head 1967 of the countersink-head screw 196 will come in
contact with the portion of the fixation pins 55 that is exposed
through the opening 197 and secures the position of the fixa-
tion pins 55 by clamping down on them.

Referring to FI1G. 20C, the offset pin clamp 190 is shown in
conjunction with a fixator body 10 that is received within the
bore 191 of the clamp 190. The fixation pins 55 are held in the
pin holes 192. The offset pin clamp 190 is also provided with
a locking set screw 195 for securing the offset pin clamp 190
onto the fixator body 10. The offset pin clamp 190 is config-
ured with a second threaded hole 193 for threadably receiving
the locking set screw 195. Because the offset pin clamp 190
can be placed anywhere along the length of the fixator body
10 and axially rotatable about the fixator body 10 before
locking its position with the locking set screw 195, the user
can adjust the location and angular attitude of the second set
of fixation pins 54. This adds additional versatility to the
external fixator device.

Referring to FIG. 13C, according to an embodiment, an
external fixation device 3 includes the fixator body 10 having
the slidable sleeve 20, shown in FIG. 13 A, for holding the first
set of one or more fixation pins Sa at first end 17 of the fixator
body 10 and provided with the offset pin clamp 190 at the
second end 18 of the fixator body 10 for holding the second
set of one or more fixation pins 54. This embodiment of the
external fixation device can be used for both compression as
well as distraction of two bone pieces, one of the two bone
pieces being affixed to the first set of fixation pins 5a and the
second bone piece being affixed to the second set of fixation
pins 55.

Referring to FIGS. 16-17E, according to another embodi-
ment, an external fixator device 4 for fixating bone parts
includes the fixator body 10, the slidable sleeve 20 for holding
the first set of one or more fixation pin 5a as shown in FIG.
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13A, and a pin-holding set screw 40. The pin-holding set
screw 40 is received in one end of the fixator body 10 and
threadably engages the internally threaded bore 11 of the
fixator body. The pin-holding set screw 40 includes a cam 70
that is used to lock the position of the fixation pins 5a.

FIGS. 17A-17E show the structural details of the pin-
holding set screw 40 assembly. The pin-holding set screw 40
includes a cannulated threaded head portion 55 and an elon-
gated pin holder 43 having at least one pin hole 42 for passing
the fixation pin 5a therethrough. The elongated pin holder 43
is rotatably attached to the cannulated threaded head portion
55, the pin holder 43 being in axial alignment with the lon-
gitudinal axes of the cannulated threaded head portion 55 and
the threaded bore 11 of the fixator body 10 so that the threaded
head portion 55 can freely rotate about the longitudinal axis of
the pin-holding set screw 40 with respect to the elongated pin
holder 43.

The threaded head portion 55 is provided with a cannula 56
extending longitudinally therethrough. One end of the
threaded head portion 55 is configured with a socket 57 (see
FIG. 17B) appropriately structured for receiving a tool, such
as a screw driver or one of a variety of wrenches, for turning
the head portion 55. The elongated pin holder 43 is provided
with a center stem 45 that extends longitudinally from one
end and extends through the cannula 56 of the threaded head
portion. During assembly of the set screw 40 assembly, after
the center stem 45 is inserted through the cannula 56, the tip
46 of the center stem 45 is peened or appropriately flared as
shown in the cross-sectional view in FIG. 17C to hold the pin
holder 43 and the threaded head portion 55 together. The
attachment, however, is sufficiently loose so that the threaded
head portion 55 and the pin holder 43 axially rotate with
respectto each other. The center stem 45 effectively functions
as the rotational axle for the threaded head portion 55. The
inner surface of the cannula 56 and the outer surface of the
center stem 45 are appropriately finished to minimize any
friction between the two contacting surfaces.

The pin-holding set screw 40 is inserted, with the pin
holder 43 first, into the threaded bore 11 near the adjustable
end 17 of'the fixator body 10 so that the pin holes 42 provided
in the pin holder 43 is accessible through the longitudinal
slots 16 of the fixator body 10. After the slidable sleeve 20 is
slid over the fixator body 10, the pin holes 22 in the slidable
sleeve 20 and the pin holes 42 in the pin holder 43 are aligned
with the longitudinal slots 16 so that fixation pins 5a can be
inserted through each pair of the diametrically opposed pin
holes 22 of the sleeve 20 while passing through the pin holes
42 inthe pin-holding shaft 43 as shown in FIG. 16. Assembled
in this manner, because the cannulated threaded head portion
55 is configured to threadably engage the threaded bore 11, by
turning the threaded head portion 55, the pin-holding set
screw 40 can be translated in axial direction within the
threaded bore 11.

The pin holes 42 provided on the pin-holding shaft 43, if
there are more than one, are spaced apart appropriately and
bore through the longitudinal axis of the pin holder 43 to align
with the one or more pairs of the pin holes 22 provided in the
slidable sleeve 20. This allows the fixation pins 5a to be
inserted through the diametrically opposed pairs of pin holes
22, the longitudinal slots 16, and the pin holes 42 when the
pin-holding set screw 40 is positioned inside the fixator body
10. Because the pin holder 43 and the threaded head portion
55 are rotatable with respect to each other, the threaded head
portion 55 can be turned within the threaded bore 11 while the
first set of one or more fixation pins 5a are held by the slidable
sleeve 20 and the pin holder 43. By turning the threaded head
portion 55, the thread engagement between the head portion
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55 and the threaded bore 11 allows the whole sliding assem-
bly of the pin-holding set screw 40, the fixation pins 5a and
the slidable sleeve 20 to slide up and down the fixator body 10
along the path defined by the longitudinal slots 16.

From the assembly described above, it will be understood
that the orientation of the fixation pins 5a with respect to the
fixator body 10 is determined by the configuration of the pin
holes 22 in the slidable sleeve 20 and the pin holes 42 in the
pin-holding set screw 40. In an embodiment, that orientation
is orthogonal to the longitudinal axis C of the fixator body 10.

The elongated pin holder 43 is also provided with a cam-
shaft receiving hole 44 near its end opposite from the center
stem 45. In the assembled state of the external fixation device
4,acam 70 is received into the camshaft receiving hole 44. As
shown in FIG. 17D, the cam 70 has a camshaft portion 74
which is rotatably fitted into the camshaft receiving hole 44.
The camshaft receiving hole 44 is spaced apart from the pin
holes 42 by a desired distance so that when the fixation pins
5a are positioned through the slidable sleeve 20 and the pin
holder 43, the cam 70 is located adjacent to the slidable sleeve
20 as shown in FIG. 16.

As shown in the end view of the cam in FIG. 17E, the
camshaft portion 74 is off-centered with respect to the cam 70
thus providing the cam action when the cam is turned. Pref-
erably, the cam 70 is in contact with the slidable sleeve 20
when the cam 70 is in an unlocked position without any space
between the cam 70 and the slidable sleeve 20, which allows
immediate cam action as the cam 70 is turned from the
unlocked position to the locked position. Preferably, the cam
70 is provided with a socket 73 appropriately shaped for
receiving a tool for turning the cam 70.

As shown in FIG. 16, the non-slidable end 18 of the exter-
nal fixator 4 can be configured similar to the non-slidable end
18 of the external fixator 1 illustrated in FIG. 13A. The second
set of one or more fixation pins 54 are inserted through the at
least one pair of diametrically opposed pin holes 12 provided
in the fixator body 10 and locked with the locking set screw 25
threadably engaged into the threaded bore 11 from the non-
slidable end 18.

In affixing the external fixator 4 to the bone pieces to be
repaired, the first set of fixation pins 5a are placed in a desired
position (typically defined by their distance from the second
set of fixation pins 55 that are held at the other end of the
fixator body 10) on the fixator body 10. The first set of one or
more fixation pins 5a¢ and the second set of one or more
fixation pins 55 are affixed into their respective bone parts by
threading the fixation pins into the bone parts. Once the
fixation pins 5a and 55 are affixed into their respective bone
parts, the second set of fixation pins 56 are locked. The second
set of fixation pins 55 can be locked at the non-adjustable end
18 of the fixator body 10 by the same means described above
in connection with the embodiments shown in FIGS. 13A and
13B. The first set of fixation pins 5a are locked by the use of
the cam 70 as described above. Then the bone parts are
compressed by threading the pin-holding set screw 40 into the
fixator body 10 and urging against the first set of fixation pins
Sa.

According to another embodiment, the external fixator 4
includes the slidable sleeve 20 and the cam 70 as shown in
FIG. 16 but the non-slidable end 18 of the device is configured
as shown in the embodiments of FIGS. 13B and 15A-15D for
holding the second set of one or more fixation pins 55.

According to another embodiment, the external fixator 4
includes the slidable sleeve 20 and the cam 70 as shown in
FIG. 16 but the non-slidable end 18 of the device is configured
with the offset pin clamp 190 shown in FIGS. 20A-20C for
holding the second set of one or more fixation pins 55.
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Referring to FIGS. 18 A and 18B, another embodiment of a
slidable sleeve 60 for use in conjunction with the pin-holding
set screw 40 is disclosed. Similar to the slidable sleeve 20 of
FIG. 16, the slidable sleeve 60 is provided with at least one
pair of diametrically opposed pin holes 62 for receiving a
fixation pin Sa. The slidable sleeve 60 is provided with an
additional pair of diametrically opposed holes 63, 64 are
provided for receiving the cam 70. The camshaft 74 extends
through the front-side hole 63 on the slidable sleeve 60,
through the camshaft receiving hole 44 of the pin-holding
shaft 43, and rotatably fitted into the back-side hole 64 so that
the cam 70 can be turned between its lock and unlock posi-
tions. The holes 63, 64 and 44 are positioned with respect to
the fixation pin holes 62 and 42 such that the cam 70 is
sufficiently close to the adjacent fixation pin 5a to lock the
fixation pin. As with the external fixation device 4 of F1IG. 16,
the second set of fixation pins 54 at the non-adjustable end 18
of the fixator body 10 can be locked by the same means
described above in connection with the embodiments shown
in FIGS. 13A and 13B.

According to another embodiment, an external fixation
device includes the fixator body 10, the slidable sleeve 60
described above for holding the first set of one or more fixa-
tion pins 5a and at least one pair of diametrically opposed pin
holes 12 provided on the fixator body 10 near the fixator
body’s second end 18 similar to the external fixator device 1
of FIG. 13A. Each pair of diametrically opposed pin holes 12
are for receiving a second fixation pin 5é.

According to another embodiment, an external fixation
device includes the fixator body 10, the slidable sleeve 60
described above for holding the first set of one or more fixa-
tion pins 5a¢ and the spring-loaded pin-locking cap 30
described above in reference to FIG. 13B for locking the
second set of fixation pins 54 at the non-adjustable end 18 of
the fixator body 10.

According to another embodiment, an external fixation
device includes the fixator body 10, the slidable sleeve 60
described above for holding the first set of one or more fixa-
tion pins 5a and the offset pin clamp 190 described above in
reference to FIGS. 20A-20C for holding the second set of one
or more fixation pins 55 at the non-slidable end 18 of the
fixator body 10.

Referring to FIGS. 19A-19D, another embodiment of a
slidable sleeve 90 for use in conjunction with the fixator body
10 is disclosed. The slidable sleeve 90 includes a longitudi-
nally extending bore 91 in which the fixator body 10 is slid-
ably received. One or more pin holes 92 are provided in the
slidable sleeve 90 for receiving and holding one or more
fixation pins 5a and the slidable sleeve 90 is configured to
hold the fixation pins 5a offset from the fixator body 10. The
fixation pins 5a being offset from the fixator body 10 refers to
the fact that in this embodiment, the fixation pins Sa do not go
through the fixator body 10 as in the case of the slidable
sleeves 20 and 60. This is shown in FIG. 19B, which is a
longitudinal cross-sectional view of the slidable sleeve 90.
The pin holes 92 are provided in the portion of the slidable
sleeve 90 above the bore 911.e. offset from the bore 91.

Provided in combination with the pin holes 92 is a threaded
hole 94 for receiving a countersink-head screw 96. The
threaded hole 94 is oriented orthogonal to the bore 91 and the
pin holes 92. FIG. 19C is an illustration of an exemplary
countersink-head screw 96. The screw 96 includes a flared
head 96/ and a shaft 96s. The shaft 96s may be threaded to
threadably engage the hole 94. Preferably, the shaft 96s has a
threaded portion 96¢ near the head 96/ and the remainder of
the shaft is not threaded.
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The threaded hole 94 of the slidable sleeve 90 extends from
the top surface of the slidable sleeve 90 to the bore 91 so that
the countersink-head screw 96 can extend into the space
defined by the bore 91. The hole 94 includes a countersink
94/, for accommodating the flared head 96/ of the counter-
sink-head screw 96 and a threaded lower portion 94z. The
countersink 94/ intersects the pin holes 92 forming openings
97 connecting the hole 94 and the pin holes 92. The diameter
of'the pin holes 92 is appropriately sized for the fixation pins
5a thus allowing the fixation pins 5a inserted into the pin
holes 92 to be exposed and protrude through the openings 97.
Once the fixation pins 5a are inserted into the pin holes 92, the
countersink-head screw 96 is threaded into the hole 94. The
threaded portion 967 of the countersink-head screw 96 thread-
ably engages the threaded lower portion 947 of the hole 94 and
the flared head 96/ of the countersink-head screw 96 will
come in contact with the portion of the fixation pins 5a that is
exposed through the openings 97 and clamp down on the
fixation pins 5a.

Referring to FIG. 19D, the slidable sleeve 90 is shown in
conjunction with a fixator body 10 that is received within the
bore 91 of the sleeve 90 and fixation pins 5a are held in the pin
holes 92. When the countersink-head screw 96 is threaded
into the hole 94 for clamping the fixation pins 5a as shown,
the unthreaded shaft portion 96s of the countersink-head
screw extends through the longitudinal slots 16 of the fixator
body and into the threaded bore 11 of the fixator body 10. By
using the driving set screw 15 threaded into the bore 11 of the
fixator body 10, the slidable sleeve 90 and, thus, the fixation
pins 5a, can be moved by engaging and pushing the shaft 96s
of the countersink-head screw 96. Preferably, the portion of
the shaft 965 that comes in contact with the driving set screw
15 is not threaded so that the contact engagement between the
set screw and the shaft 96s is smooth.

The pin holes 92 extend through the slidable sleeve 90 at an
angle generally orthogonal to the fixator body 10 as shown in
FIG. 19A. However, the pin holes 92 can be oriented in the
slidable sleeve 90 at different angles with respect to the fixator
body 10 as desired for particular applications.

According to an embodiment, an external fixation device
includes the fixator body 10, the slidable sleeve 90 described
above for holding the first set of one or more fixation pins 5a
and at least one pair of diametrically opposed pin holes 12
provided on the fixator body 10 near the fixator body’s second
end 18 similar to the external fixation device 1 of FIG. 13A.
Each pair of diametrically opposed pin holes 12 are for
receiving a second fixation pin 54. As in the fixation device 1,
after the fixation pin 56 is engaged in a bone part, the second
set of one or more fixation pins 54 can be locked in place by
tightening the locking set screw 25 against the portion of the
fixation pin 54 that is traversing through the threaded bore 11.

According to another embodiment, an external fixation
device includes the fixator body 10, the slidable sleeve 90
described above for holding the first set of one or more fixa-
tion pins 5¢ and the spring-loaded pin-locking cap 30
described above for locking the second set of one or more
fixation pins 56 at the non-adjustable end 18 of the fixator
body 10.

In another embodiment, the longitudinal slots 16 extend
along a substantial portion of the length of the fixator body 10
and two of the slidable sleeves 90 are provided on the fixator
body 10 to allow the device to be used as a bone compression
device. Each of the two slidable sleeves 90 would hold a set of
one or more fixation pins 5a. With the two sets of fixation pins
affixed to their respective bone pieces, the slidable sleeves 90
can be urged toward each other to compress the two bone
pieces together.
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Referring to FI1G. 22, according to another embodiment, an
external fixator device 6 may include an elongated fixator
body 10, a slidable sleeve 90 of FIG. 19A at one end of the
fixator body 10 holding the first set of fixation pins 5a and
cooperating with the longitudinal slots 16 of the fixator body
10, and an offset pin clamp 190, described above in reference
to FIGS. 20A-20C, at the second end 18 of the fixator body for
holding the second set of one or more fixation pins 54. The
second set of fixation pins 56 can be affixed to a bone part B1
and locked into position on the fixator body 10 by way of the
offset pin clamp 190. The first set of one or more fixation pins
5a can be affixed to a second bone part B2 and attached to the
fixator body 10 via the slidable sleeve 90. This external fixator
device 6 can be used for distraction or compression of the two
bone parts by threading a set screw 15 into the threaded bore
11 of the fixator body 10 from the appropriate end of the
fixator body 10 with respect to the slidable sleeve 90.

For example, by inserting and threading the set screw 15 at
the first end 17 of the fixator body 10, the fixator 6 can be used
to put the two bone parts B1, B2 in compression by pushing
the slidable sleeve 90 (and thus the first set of fixation pins 5a)
towards the offset pin clamp 190. By inserting and threading
the set screw 15 at the second end 18 of the fixator body 10,
the fixator 6 can be used to distract the two bone parts B1, B2
apart by pushing the slidable sleeve 90 away from the offset
pin clamp 190. The set screw 15 can be inserted into the
threaded bore 11 of the fixator body 10 from the second end
18 because the offset pin clamp 190 does not have any com-
ponents that protrude into the threaded bore 11. The mecha-
nism by which the slidable sleeve 90 is moved along the
fixator body 10 using the set screw 15 is described above in
connection with FIGS. 19A-19D.

Referring to FIG. 21, two or more offset pin clamps 190 can
be used with a fixator body 100 to configure an external
fixator device 5 where the fixation pins held by each of the
offset pin clamps can be adjusted to any location along the
length of the fixator body 100. Because the offset pin clamp
190 does notrequire any of its components to protrude into its
longitudinally extending bore 191, the fixator body 100 can
be a hollow tube or a solid rod.

Referring to FIG. 23 A, a rotatable pin clamp 290 that can
be used in combination with the slidable sleeve 90 or the
offset pin clamp 190 is disclosed. FIG. 23A shows the rotat-
able pin clamp 290 that is assembled in combination with the
slidable sleeve 90 described earlier in connection with FIGS.
19A-19D. The rotatable pin clamp 290 is configured to hold
an additional set of one or more fixation pins 5¢ in addition to
the one or more fixation pins 5a held by the slidable sleeve 90.
The rotatable pin clamp 290 is configured to be rotated about
the longitudinal axis of the countersink-head screw 96 as
represented by the arrow R in FIG. 23A.

As illustrated, the rotatable pin clamp 290 holds another set
of one or more fixation pins 5¢ further offset (with respect to
the first set of one or more fixation pins 5a) from the fixator
body 10. This provides additional adjustability and adaptabil-
ity to the external fixation device by allowing the fixation pins
5¢ to be affixed to bone parts positioned at different orienta-
tion with respect to the external fixation device. FIG. 23B
shows the rotatable pin clamp 290 that is assembled in com-
bination with the offset pin clamp 190 discussed earlier in
connection with FIGS. 20A-20C and holds additional set of
one or more fixation pins 5d.

FIG. 23D is a more detailed illustration of the rotatable pin
clamp 290. The exemplary rotatable pin clamp 290 illustrated
has a disc-shaped body but it can have any outline shape as
appropriate. The clamp 290 includes a top side 291 and a
bottom side 293 and is provided with a hole 294 extending
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from the top side 291 to the bottom side 293 for receiving the
countersink-head screw 96. On the bottom side 293 of the
clamp 290 is a protruding flange 298 around the hole 294. The
contour of the protruding flange 298 mirrors the contour of
the countersinks 94/, 194/ of the slidable sleeve 90 and the
offset pin clamp 190, respectively. The hole 294 is configured
with a countersink at its top side for receiving the flared head
96/, 196/ of the countersink-head screws 96, 196.

As shown in the cross-sectional view FIG. 23C, when the
rotatable pin clamp 290 is stacked on top of the offset pin
clamp 190 the protruding flange 298 mates into the counter-
sink 194/ of the offset pin clamp 190 and the hole 294
functions as an extension of the hole 194 of the offset pin
clamp 190. Preferably, the hole 294 is not threaded and when
the countersink-head screw 196 is inserted into the hole 294
the countersink-head screw 196 threadably engages the
threaded portion 194z of the hole 194 in the offset pin clamp
190. Thus, the first fixation pins 5a held in the pin holes 192
and the fixation pins 5¢ held in the pin holes 292 of the
rotatable pin clamp 290 are clamped and secured by threading
the countersink-head screw 196 into the hole 194. The flared
head 196/ will clamp down on the fixation pins 5¢ held in the
pin holes 292 and in turn the protruding flange 298 will clamp
down on the fixation pins 5a held in the pin holes 192.

In the embodiment where a rotatable pin clamp 290 is
assembled in combination with the slidable sleeve 90, the
cross-sectional structure is similar to the one shown in FIG.
23C except that the slidable sleeve 90 does not have the
second threaded hole 193 for threadably receiving a locking
set screw 195.

The embodiments described in the foregoing disclosure are
presented as examples. The scope of the present invention is
to be limited only by the following claims.

What is claimed is:

1. An orthopedic device for fixating bone parts using two
sets of one or more bone fixation pins, the orthopedic device
comprising:

a fixator body having a first part and a second part, the first

and second parts being connected by a joint, the first part
having an internally threaded bore extending longitudi-
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nally therethrough, the second part having a bore
extending longitudinally therethrough;

a first pair of opposed longitudinally extending slots in the
first part of the fixator body;

a first pin-holder received within and threadably engaging
the internally threaded bore of the first part and config-
ured to removably hold a first of the two sets of one or
more bone fixation pins extending through the first pair
of opposed longitudinally extending slots, the pin-
holder longitudinally movable within the first part for
controlling the position of the set of bone fixation pins
within the first part;

a second pair of opposed longitudinally extending slots in
the second part of the fixator body;

a second pin-holder received within the bore of the second
part and configured to removably hold a second of the
two sets of one or more bone fixation pins extending
through the second pair of opposed longitudinally
extending slots, the pin-holder longitudinally movable
within the second part.

2. The orthopedic device of claim 1, wherein the joint is a

universal joint.

3. The orthopedic device of claim 2, wherein the universal
joint comprising a double-axle member providing two axes of
rotation for the universal joint; and

a cannulated hinge-locking pin extending completely
through the double-axle along one of the two axes of
rotation, the cannulated hinge-locking pin providing a
cannula for receiving a K-wire.

4. The orthopedic device of claim 1, wherein the joint

comprises two universal joints.

5. The orthopedic device of claim 1, wherein the joint
comprises two ball joints.

6. The orthopedic device of claim 1, wherein the first pin-
holder further comprises a driving screw rotatably attached to
the pin-holder and threadably engaging the internally
threaded bore of first part of the fixator body for moving the
pin-holder longitudinally within the fixator body.

7. The orthopedic device of claim 1, further comprising the
two sets of one or more bone fixation pins.
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